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SUBJECT: Terminal End Sections 
 
Guard rail terminal end sections shall be construction in accordance with the plans, 
specifications, and the following: 
 

Flared. 
Flared terminal end sections shall be FLEAT-350, REGENT, SRT-350, ROSS-350 or 
approved flared equal and installed in accordance with the manufacturer’s recommendation.  
Prior to installation, the Contractor shall provide two copies of the manufacturer’s installation 
details to the Project Engineer.  The Project Engineer will keep one copy in the project file and 
provide one copy to the District Maintenance Engineer.  The installation details shall be 
engineering drawings, a minimum of 11” X 17” in size.  Reflective adhesive sheeting with 
alternating black and yellow stripes (sloping downward at an angle of 45 degrees in the 
direction traffic is to pass) shall be required on the end of the terminal section.  The type of 
terminal section installed shall be written on the device with a Permanent Marking Stick or 
some other means of permanent identification.  
 
Non-Flared. 
Non-Flared terminal end sections shall be ET-2000, SKT-350, or approved non-flared equal 
and installed in accordance with the manufacturer’s recommendation.  Prior to installation, the 
Contractor shall provide two copies of the manufacturer’s installation details to the Project 
Engineer.  The Project Engineer will keep one copy in the project file and provide one copy to 
the District Maintenance Engineer.  The installation details shall be engineering drawings, a 
minimum of 11” X 17” in size.  Reflective adhesive sheeting with alternating black and yellow 
stripes (sloping downward at an angle of 45 degrees in the direction traffic is to pass) shall be 
required on the end of the terminal section.  The type of terminal section installed shall be 
written on the device with a Permanent Marking Stick or some other means of permanent 
identification. 

 
Likewise, impact attenuators shall be construction in accordance with the plans, specifications, 
and the following. 
 

Approved impact attenuator systems shall meet standardized testing defined in Manual for 
Assessing Safety Hardware (MASH) or NCHRP Report 350.  In addition, these devices shall 
have an acceptance letter from FHWA that documents the device meets the appropriate crash 
test criteria and can be used on the National Highway System (NHS).  Prior to installation, the 
Contractor shall provide two copies of the manufacturer’s installation details to the Project 
Engineer.  The Project Engineer shall keep one copy in project file and provide one copy to 
District Maintenance Engineer.  The installation details shall be engineering drawings, a 
minimum of 11"x17" in size.  Reflective adhesive sheeting with alternating black and yellow 
stripes (sloping downward at an angle of 45 degrees in the direction traffic is to pass) shall be 
required on the end of the attenuator section.  The type of system installed shall be written on 
the device with a Permanent Marking Stick or some other means of permanent identification.  


